Agimix offers more than 30 years experience in many
different branches.

Construction of Agimix agitators is of the highest quality, designed for years of reliable
function in |'|.<]qr."{| conditions .l"".l;] mix is '1.||J-.th|f' af meeting all customer "F[|l]lr|’-i'J ’.i.‘lt"ilfll’..-_'|1-’.=l'|‘,
for construction

Wetted parts are available in carbon steel, stainless steel, acid proof steel, and in many other

alloys, In certain applications, wetted parts are coated with Teflon, PVC, Halar, rubber, or in

ather substances to customer requirement.

Side entering pulp agltator (60 m')
Top entering digester reactor agitator (2500 m')
op entering chemical reactor agitator (20 m')
4. Submerabla amitatar tor sludne basif
Top enterning smelt dissolving agitater (160 m’)
6. Top entening diary and juice mrixer (10 my')

Top entering paint miking agitators {5 m'}

&, Top entering mixer for petro-chemical industry (B m'}



Agimix provides agitators and mixers for any applications

SMALL TOP ENTERING AGITATORS AND MIXERS | LARGE TOP ENTERING AGITATORS SIDE ENTERING AGITATORS
Direct driven or reduced speed. HReduced speed with reinforced bearing Hrect driven or reduced speed, oo -l e ives
Wolurmes wp W 200K m Wrlumes wp be B 000 m'

SUBMERSIBLE AGITATORS PORTABLE MIKERS EQTTOM MOUNTED AGITATORS

For tanks and hasing up to S000 m' Direct driven o6 reduted speed. Direct driven or reduced spred.
Far small volume applicationd up to 10 m' Wedumaen up to 30m'




